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I ntroduction

This Specia Airworthiness Information
Bulletin gives you, Transport Category
Aircraft ownersand operators, clarification
of Airworthiness Directive (AD) 2004-22-01,
issued in October 2004. The AD is applicable
to various transport category airplanes on
which cargo restraint strap assemblies P/N
1519-MCIDS have been installed per
Supplemental Type Certificate (STC)
ST01004NY. The purpose of the AD isto
rectify the STC installation instructions.

Background

Weissued STC STO1004NY to ACL (Airline
Container Leasing), Inc. on October 29, 1999,
for installation of Cargo Restraint Straps P/N
1519-MCIDS, under ACL Report No. 289A.
We approved that STC with installation
instructions that were insufficient to assure
safe installations for all types of cargo, and
without limitation asto the type of cargo
that could berestrained.

Weissued AD 2004-22-01 to address the
potential misuse of the straps. The AD is
intended to addresstheinstallation
instructions associated with the STC and has
no bearing on the manufacturing or quality
aspect of the ACL cargo strap.

Recommendation

We recommend that you take into account the
explanation provided herein when complying
with AD 2004-22-01. The AD doesn’t
identify the straps themselves as the unsafe
condition. The intent of the AD isto rectify the
insufficient installation instructions of the STC
and to allow the installation of the straps,
under the airplane manufacturer’ s weight and
balance manual or the Airplane Flight Manual,
and within the strap load rating. Airplane
operators can continue to use those straps
P/N 1519-M CIDS, approved by FAA STC
STO1004NY:

e assupplemental restraints for securing
cargo to TSO C90c/NA S3610 pallets;

e Orasprimary restraint for securing cargo
to the airplane floor cargo restraint
fittings,

under the airplane manufacturer’ s weight and
balance manual or the Airplane Flight Manual,
and within the straps rated load capacity.
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